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Single-walled carbon nanotubes as stabilizing
agents in red phosphorus Li-ion battery anodes†
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Phosphorus boasts extremely high gravimetric and volumetric capacities but suﬀers from poor
electrochemical stability with signiﬁcant capacity loss immediately after the ﬁrst cycle. We propose to
circumvent this issue by mixing amorphous red phosphorus with single-walled carbon nanotubes.
Employing a non-destructive sublimation–deposition method, we have synthesized composites where
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the synergetic eﬀect between red phosphorus and single-walled carbon nanotubes allows for
a considerable improvement in the electrochemical stability of battery anodes. In contrast to the average
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40% loss of capacity after 50 cycles for other phosphorus–carbon composites in the literature, our
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material shows losses of just 22% under analogous cycling conditions.

1. Introduction
By permeating through every aspect of our lives, lithium-ion
batteries (LIBs) have proved to be one of the most important
energy storage systems available.1–3 They have enabled, for
instance, the wireless revolution of mobile phones, laptops and
tablets and have the potential to catalyze the transition towards
a renewable energy future.4,5 Still, the LIBs currently on the
market are not adequate for the challenges ahead and, being
the most viable option for the immediate future, there is
a pressing need to increase their energy density, decrease
production/operational costs and make them more environmentally sustainable.6–8
With a theoretical gravimetric capacity of 372 mA h g1,
graphite (either natural or synthetic) is presently being used as
the host material for Li+ intercalants in commercial LIBs anodes.9
Alternative materials with higher theoretical capacities and
diﬀerent lithium storage mechanisms continue to be investigated.10 These include Si (3579 mA h g1), Ge (1384 mA h g1),
Sn (960 mA h g1) and their various compounds.11 Phosphorus,
with theoretical gravimetric and volumetric capacities of
2596 mA h g1 and 2266 mA h cm3, respectively, is another
promising anode material (by forming the Li3P phase) but its
viability has not been properly studied.12 Phosphorus is the 11th
most abundant element in the earth's crust and is extracted from
geological deposits of phosphates.10,13,14 Additionally, phosphorus
is one of the main biomass constituents, so it is naturally recycled
into the biosphere and does not present availability or environmental concerns.10 Among the various phosphorus allotropes,
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there are three main ones: white, black and red. The white phase
is toxic and extremely reactive whilst black phosphorus was, until
recently, notoriously hard to produce as it requires high
temperature and pressure. Conversely, the red phosphorus allotrope is widely available, relatively safe and has the highest
commercial value.
From the above, red P could become a strong contender to
replace graphite as the preferred anode material for LIBs.
However, considerable volume changes take place in
phosphorus-based anodes during lithiation/delithiation
resulting in their pulverization. Inevitably, this leads to loss of
contact between the active material and the current collector,
explaining the poor cycling stability and signicant capacity
loss (immediately aer the rst cycle) of phosphorus anodes. In
addition, the volume changes induce an unstable solid–electrolyte interface (SEI) which, in turn, causes unwanted chemical
reactions that consume Li+. One common strategy used to
circumvent these issues is to mix phosphorus powders with
carbon materials via ball milling or sublimation techniques.15–21
The graphitic particles act as electrically-conductive additives
that bridge the alloying phosphorus and the current collector.
An example of the ball milling approach is the process
described by Yuan et al. that originated a red P – multi-walled
carbon nanotube composite with a remarkable initial charge
specic gravimetric capacity (2133 mA h g1).16 Unfortunately, it
suﬀered from low stability resulting in the loss of about
1000 mA h g1 aer 50 cycles. Sublimation is a more popular
approach to produce the red P–C composites for LIBs, with
diﬀerent carbon allotropes having been investigated, from
activated carbon to reduced graphene oxide.19,20,22,23 Overall, the
starting gravimetric capacities reported are high, mostly over
1000 mA h g1, but the cycling stability continues to be
a preponderant challenge. On average, approximately 40% of
the initial capacity is lost aer 50 cycles (Table S1†).
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Interestingly, single-walled carbon nanotubes (SWCNT) have
not yet been studied for this purpose. The morphology and
exceptional mechanical and electrical properties of SWCNT24–29
could help preserve the structural integrity of red P anodes and
thereby prevent the loss of electrical contact with the current
collector (Fig. S1†). Following a recent report of sodium-ion
batteries mechanically stabilized with SWCNT,30 we synthesized an amorphous red P–SWCNT composite using a nondestructive sublimation–deposition method. Upon its structural and chemical analysis, the composite's electrochemical
performance was evaluated.

2.
2.1

Experimental section
Material synthesis

SWCNT, with diameters of 0.7–1.1 nm (as per vendor), were
purchased from Sigma-Aldrich and used as-received. Red P
powder, with purity $ 99.99%, was also obtained from SigmaAldrich. To prepare the composite, rst, the red P was washed
in deionized water for 20 min. That was followed by ltering
and overnight vacuum drying of the resulting powder at 100  C.
Note that a preliminary washing step is crucial since the red P
powder, when exposed to air (oxygen) and humidity for too long,
gets covered with hygroscopic oxides. Besides the wet and sticky
appearance, the oxide coating may suppress the sublimation
and/or introduce impurities into the nal material.21 The next
step consisted in hand-grinding, for 60 min and using a pestle
and mortar, the washed red P and SWCNT in an optimized
weight ratio of 7 : 3. The black-coloured mixture was then
sealed in a quartz ampoule under vacuum (<102 mbar) and
heated in a muﬄe furnace at 600  C for 2 hours. This temperature was deliberately chosen to promote the sublimation of red
P (Tsubl. ¼ 416  C) and its subsequent vapor diﬀusion inbetween the bundles and interstices of SWCNT. Ideally, this
results in a better dispersion of the re-deposited P hence
minimizing strain “hot-spots“ caused by the presence of
aggregates and their large volume change during lithiation/
delithiation. Aer the sublimation–deposition process, the
temperature was lowered to 300  C and held there for 48 hours.
This likely assisted in the structural conversion to red P of any
non-intentional traces of white P.31,32 Finally, the ampoule was
allowed to naturally cool down to room temperature, then
opened inside a fume hood and the powdered composite
material collected.
2.2

Electrochemical characterization

All electrochemical measurements were done at room temperature. The anodes were fabricated by manually mixing the active
material, polyvinylidene uoride (PVDF, from Sigma-Aldrich)
and acetylene black (AB, from Alfa Aesar) in a weight ratio of
85 : 10 : 5, respectively. The active material was either
P–SWCNT composite, red P or SWCNT. With the addition of
1-methyl-2-pyrrolidone (NMP), a slurry was formed and this was
cast on a Cu foil. These electrodes were then dried overnight,
under vacuum at 100  C, and compacted with a hand-operated
hydraulic press. That was followed by another drying step, again
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in vacuum at 100  C, for one hour and a nal pressing. All
electrodes were 5 mm  10 mm and had an active material
loading of 2 mg cm2. The electrodes' thickness was 50 mm.
The electrochemical assays were carried out on a Biologic
Science Instruments VMP3 potentiostat using 2032-type coin
cells in a half-cell conguration. The cells were assembled
inside an MBraun LABstar Ar-lled glove box with the
composite material acting as the working electrode and Li metal
foils as the counter and reference electrodes. A Celgard 2325
microporous polymer lm was used as the separator and 1.0 M
LiPF6 in EC : DEC ¼ 1 : 1 (v/v) was used as the electrolyte. The
galvanostatic charge–discharge proles were tested at diﬀerent
current densities ranging from 50 mA g1 to 1000 mA g1,
between 0.001 V and 2 V (vs. Li+/Li). Aer the cells had reached
the cut-oﬀ voltage, they were relaxed for 1 second before
continuing with the measurements. The cyclic voltammetry
(CV) was carried out between 0.001 V and 2.5 V (vs. Li+/Li), at
0.1 mV s1. Electrochemical impedance spectroscopy (EIS) was
done in the frequency range between 100 mHz and 0.1 MHz. All
specic charge capacities are reported by the weight of the total
P–SWCNT composite.
2.3

Material characterization

The thermal stability and approximate composition of the
source and composite materials were studied by thermogravimetric analysis (TGA) on a NETZSCH TG 209 F1 Libra. The
sample was heated from room temperature to 1000  C, in N2
atmosphere, at a rate of 10  C min1. The crystal structures were
characterized by powder X-ray diﬀraction (XRD) on a Bruker D8
ADVANCE using a Cu Ka radiation source and operated in the 2q
range of 10 to 90 (scan rate of 5 min1). The Raman spectra
were taken on a Witec alpha 300 RA with a 633 nm solid-state
laser. Scanning electron microscopy (SEM) was performed in
an FEI Nova NanoSEM, operated at 5 kV and with the sample
positioned 5 mm from the polepiece. Transmission electron
microscopy (TEM) micrographs were taken on an FEI Titan
operated at 300 kV and equipped with EDX. For the electron
microscopy analyses, samples were prepared by making
a 0.2 mg ml1 suspension of the material in ethanol. This was
then dispersed in a bath sonicator and drop cast on a SEM stub
or a TEM grid. X-ray photoelectron spectroscopy (XPS) was
performed on Kratos Analytical Amicus equipped with an
achromatic Al Ka source (1468.6 eV). The source was operated at
a voltage of 10 kV and current of 10 mA. The survey spectra were
acquired using a step of 1 eV, whereas 0.1 eV was employed for
acquiring narrow scan regions. The pressure in the analysis
chamber was less than 5  106 Pa. Fourier transform infrared
spectroscopy (FTIR) was done on a Thermo Scientic Nicolet
iS10 spectrometer from 400 cm1 to 4000 cm1.

3.

Results and discussion

To understand the structural characteristics of the P–SWCNT
composite and its source materials, Raman and XRD were used.
Raman is one of the most powerful characterization methods to
study carbon nanotubes. In Fig. 1a, the spectra of the source
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Fig. 1 (a) Raman spectra of SWCNT, red P and the composite; (b) powder XRD spectra of SWCNT, red P and the composite; the dashed lines in (a)
and (b) are guides for the eye.

and composite materials are shown. The radial breathing
modes (RBM), as well as the D and G bands, are visible in the
SWCNT source material. The RBM region has a dominant peak
at 251 cm1 which is correlated to a nanotube diameter of
around 1 nm.33–35 This value is consistent with the product
technical specications provided by the SWCNT supplier. A
small diameter is advantageous as the nanotubes become more
resistant to radial stress and have smaller Poisson's ratio, which
helps to preserve their structural integrity under pressure.36–38 In
addition, it favors narrower bundles which in turn are more
resistant to shear and axial stress.39 The D band in the Raman
spectrum is present at 1303 cm1.40 It originates from the
cumulative eﬀect of the breathing motion of the sp2 bonded C
atoms at the edges of graphene layers and the breaking of the
symmetry because of defects and stacking disorder in the
crystal structure of graphite.19,41,42 As regards the G band, it
consists of two separated components. The lower frequency
component (1547 cm1) is commonly labeled as G, while the
higher frequency component (1586 cm1) is the G+. The G is
due to C atom vibrations in the circumferential direction and
the G+ originates from the C atom vibrations in the axial
direction of the nanotubes.43 Their presence and shape conrm
the single-walled and semiconducting nature of the nanotubes.44 Despite being semiconducting, these nanotubes were
selected due to their purity and conformational (n, m) uniformity (as per vendor). Since the intensity ratio of the D and G
bands (ID/IG) z 0.08, it can be concluded that the source
SWCNT are of high structural quality. Amorphous red P is
characterized by three overlapping bands, between 300 cm1 to
500 cm1, which are used to distinguish it from other P allotropes.45–50 The Raman spectrum of the source red P (Fig. 1a)
shows the three expected peak positions at 349 cm1, 393 cm1
and 458 cm1. Comparing the Raman peaks of the source and
composite materials, the ID/IG ratio does not change signicantly which conrms the non-destructive nature of the
synthesis process. By contrast, it is seen that the G band
undergoes a redshi of 5 cm1 (from 1587 cm1 to 1582 cm1).

This journal is © The Royal Society of Chemistry 2017

This can be explained by the intercalation of red P particles in
SWCNT bundles.51 Also, the reduction of signal intensity for the
RBM and red P bands in the composite is noticeable. The rst,
in particular, could be justied by an extensive P coating on the
outer surface of the nanotubes (which would damp the
magnitude of the breathing signal).
From the above, while the presence and structural quality of
the SWCNT were conrmed in the composite, asserting the
integrity of the red P phase required further analysis. The XRD
spectra of the source and composite materials are shown in
Fig. 1b. For the SWCNT, the broad peaks at 22 and 43 are
attributed to the SWCNT52 while the faint peak at 26 is possibly
due to nanotubes as well as small amounts of graphitic particles.53–55 The spectrum of phosphorus, with two broad peaks at
16 and 34 , indicates the presence of a mostly amorphous
structure that can only be attributed to the red P allotrope.17,20
With regards to the composite material, and in contrast to the
Raman data, the spectrum was dominated by the amorphous
red P peaks, with no other phases identied. Given the excess
wt% of P used and its expected impregnation throughout the
nanotubes' network, the absence of SWCNT peaks in the
composite's XRD is not surprising. Overall, the Raman and XRD
observations imply that the nal composite is a physical
mixture of P and SWCNT, corroborating previous reports that
also used the sublimation–deposition method.16,30,56
Following the structural characterisation, the nal
P–SWCNT ratio and thermal stability of these materials were
evaluated with TGA (under inert atmosphere). For the pristine
SWCNT (Fig. 2a), there is a gradual weight loss, more accentuated from 500  C onwards. Here, the presence of Co and Mo
particles as well as assorted carbonaceous species – all growth
by-products that were identied in the as-received SWCNT (not
shown), could have contributed in promoting carbonization
processes and vaporization of functional groups. Under equal
conditions, the red P starts sublimating at around 400  C and is
almost entirely depleted at 500  C (Fig. 2a). The weight gain at
350–400  C is expected due to the sudden solid–gas phase

RSC Adv., 2017, 7, 39997–40004 | 39999

View Article Online

Open Access Article. Published on 16 August 2017. Downloaded on 22/08/2017 08:05:22.
This article is licensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

RSC Advances

Fig. 2

Paper

(a) TGA analysis of the source materials and composite; (b) high-resolution XPS P2p spectrum of the P–SWCNT composite.

transition that takes place.57 The thermal prole of the
composite material (Fig. 2a) is clearly the sum of the parts,
thereby conrming this is a purely physical mixture. It can also
be seen that the 7 : 3 P–SWCNT mixture used results in
a composition that is closer to 6 : 4. The loss of P is justied by

its non-intentional re-deposition on the walls of the quartz
ampoule.
With both structural integrity and matrix/ller ratio studied,
it was then necessary to understand the surface chemistry of the
composite. The survey XPS spectrum is shown in Fig. S2a†

Fig. 3 (a) SEM image of the P–SWCNT composite, where the arrow points to a bundle of nanotubes; (b) EDX spectrum of the composite in (a); (c)
TEM micrograph of the composite in (a), where the intermixing of P and nanotubes, along with the presence of growth catalyst nanoparticles, is
clear; (d) the EDX spectrum of the area shown in (c), conﬁrming the presence of Co.
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where it is possible to identify the peaks of P, C and O. The more
in-depth analysis of the P2p and O1s signals (Fig. 2b and S2b†)
revealed the presence of phosphorus oxide. The P2p spectrum
(Fig. 2b) consists of two peaks. One of them corresponds to the
P–P bond and is located at 129.9 eV, while the other one, at
134.1 eV, corresponds to phosphorus oxides (P]O/P–O–P).58
The important conclusion is that there are no P–C peaks further
conrming that no chemical reaction occurs and that the
composite is held together only by van der Waals forces.59,60 The
formation of this oxide, not identied in the above Raman, XRD
and TGA analyses, is likely the result of air/moisture exposure
previous to the XPS study (e.g. during transport and sample
preparation). Knowing phosphorus oxides can be highly
hygroscopic,61–63 the stability of an assembled working electrode
was tested by exposing it to air. In less than 3 minutes, it was
possible to identify the formation of water droplets (Fig. S3a and
b†). Accordingly, the complete fabrication of the battery, from
the initial washing of red P until the assembly of the half-cells,
should ideally be done under an inert atmosphere. Awareness of
this issue when working with red P-based anodes is all the more
important as moisture may have adverse eﬀects on the LiPF6based electrolyte.64,65 In the present work, all possible measures
were undertaken to minimize the red P exposure to oxygen/
moisture prior to the electrochemistry assays. In these circumstances, the oxide concentration should be minimal and not
inuence the electrochemical behavior of the composite.
SEM and TEM images of the composite and source materials
samples are shown in Fig. 3 and S4.† From Fig. 3a and c, it is
observed that the composite shows a dense morphology, with
the P matrix covering the bundles of nanotubes. From Fig. 3b
and d, it is possible to conrm the presence of C, O, P and Co,
the latter originating from nanoparticles that were remainders
of the SWCNT growth. Further characterisation showed that
these catalyst nanoparticles were covered with a thin graphitic
shell and were composed of Co and Mo (Fig. S5†). Given their
encapsulation and relatively small number,66 these growth byproducts are not expected to have inuenced the electrochemical behavior of the composite.
It is important to note that for the electrochemical experiments (CV and galvanostatic charge/discharge) freshly prepared
electrodes should be used. This is to avoid the build-up of
surface oxides, as previously explained. Fig. 4a shows the CV of
a composite anode. The peaks at 2.95 V, 2.4 V and 1.3 V,
present only in the rst cathodic scan, are attributed to the
decomposition of the electrolyte and the SEI formation. The
overlapped peaks between 1 V and 0.2 V, in the cathodic
scan, are due to the sequential lithiation of the red P to form
LixP (x ¼ 1–3). The main reduction peak at 0.6 V is accompanied, from the second cycle onwards, by two shoulder peaks,
at 0.8 V and 0.9 V, which increase in intensity with the
number of cycles (Fig. 4a, also refer to Fig. S6†). This higher
visibility of the shoulder peaks (and the widening of the main
peaks because of that) is attributed to the activation of red P.
The incomplete peak at 0.01 V may be attributed to the irreversible intercalation of lithium ions into SWCNT.67 Similarly,
from the second cycle onwards, the main oxidation peak at
1.2 V, is accompanied by two shoulder peaks at 1.3 V and
This journal is © The Royal Society of Chemistry 2017
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1.4 V. Three oxidation and three reduction peaks are present,
indicating a reversible stepwise lithiation/alloying process of
red P (Fig. S6†). Due to the absence of signicant peaks for Li+
intercalation into SWCNT, it would seem that the vast majority
of obtained gravimetric capacities can be attributed to P only.
The charge/discharge voltage proles of the composite
(Fig. 4b) show the expected voltage plateaus for this type of
material: from 0.6 V to 0.8 V (vs. Li+/Li) for the red P lithiation
and from 1.0 V to 1.2 V (vs. Li+/Li) for the delithiation.11,16,20
Additionally, there is little variation in plateaus voltages
between cycles, indicating a minimal increase in polarization
(10 mV per cycle), which is mainly attributed to the poor
electronic conductivity of red P.30,68 The initial fourteen charge/
discharge cycles (Fig. 4c) were characterized by a rapidly rising
coulombic eﬃciency, from 28% to its steady-state at 99%.
Because of the tendency of red P to drastically change its volume
during lithiation/delithiation, it is expected that the SEI will
need several cycles to reach a stable form and subsequently
maximize its coulombic eﬃciency. At the same time, there is
a net increase in the discharge specic capacity which is
explained by the initial pulverization of the red P and exposure
of new surfaces to the electrolyte. Ultimately, this leads to the
increase of redox active sites available. Hence, aer the rst 14
cycles, the anode stabilizes with a maximum discharge specic
capacity of 541 mA h g1 and an average coulombic eﬃciency of
99.5%. Upon further cycling at 150 mA g1, the anode retains
a discharge capacity of 398 mA h g1 aer 50 cycles, corresponding to a capacity loss of 22%. This value represents
a considerable improvement when compared to the source
materials (Fig. S8†) and to other reports with similar red P
percentage in the composite and cycled at analogous current
density (Table S1†). The composite was also cycled at diﬀerent
current densities (Fig. 4d) and, not surprisingly, the capacities
were seen to steadily fall as the current increased. Still, the
160 mA h g1 at 1000 mA g1 aer more than 40 cycles is
a remarkable value when considering the poor electron
conductivity of red P. Upon restoring the current density to
50 mA g1, the composite delivers 434 mA h g1. This clearly
demonstrates the stability eﬀect provided by the SWCNT
network. Further conrmation was provided by the SEM analysis of the surface morphology of the composite's electrode
before and aer the electrochemical probing (Fig. S7a and b†).
Contrastingly, the analysis of the voltage plateaus at diﬀerent
current densities (Fig. 4e), reveals a separation of the lithiation
and delithiation plateaus which is proportional to the current
density. Attributed to polarization phenomena, it further
implies a slow kinetic process for the red P lithiation. This is
corroborated by the substantial shortening of the lithiation/
delithiation plateaus.
While the above results do not represent the best-in-class
capacities (Table S1†), there is a vast improvement in electrochemical performance of the composite when compared to pure
red P or SWCNT anodes. In fact, for a red P anode, cycled at
150 mA g1 (Fig. S8a and c†), a remarkably poor specic
capacity retention is displayed which is at odds with theoretical
predictions (2596 mA h g1).11 Lowering the current density to
50 mA g1 seems to improve the performance of the initial
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(a) The ﬁrst three CV curves of the composite at 0.1 mV s1; (b) voltage proﬁles of the composite at 150 mA g1; (c) cycling stability of the
composite at 150 mA g1; (d) cycling stability of the composite cycles at diﬀerent current densities in mA h g1; (e) voltage proﬁles of the
composite at diﬀerent current densities.
Fig. 4

cycles considerably (Fig. S9†) with the rst discharge reaching
1202 mA h g1 (compared to 59 mA h g1 for 150 mA g1). This
further conrms the slow kinetics of the electrochemical alloying
reaction between bulk red P and Li+. In both cases, the specic
capacity of pure red P rapidly drops below 10 mA h g1. Similarly,

40002 | RSC Adv., 2017, 7, 39997–40004

the as-received SWCNT also showed poor electrochemical
performance (Fig. S8b and d†). The initial discharge capacity was
1802 mA h g1, but it rapidly fell to around 130 mA h g1 (aer
50 cycles). This large initial irreversible capacity loss can be
explained by the SEI formation on the SWCNT.67
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To further explain the improved electrochemical performance of the composite, EIS of the red phosphorus and the
composite electrode was carried out aer several charge/
discharge cycles. The Nyquist plot of the red phosphorus electrode (Fig. S10†) consists of a depressed semicircle at high
frequencies, which is assigned to the charge transfer resistance
(Rct) and a depressed semicircle at medium frequencies which is
attributed to the resistance of the SEI layer (Rs).69 The low
frequency sloping line, represented by a Warburg impedance in
the equivalent circuit, is due to the diﬀusion of Li+ ions into the
bulk of the active material (W). On the other hand, the Nyquist
plot of the composite (Fig. S10†) shows a much smaller high
frequency semicircle, indicating lower charge transfer resistance and a sloping line at low frequencies which represents the
ionic diﬀusion into the bulk of the active material. The apparent
lack of the second semicircle in the Nyquist plot of the
composite points towards the presence of a thinner and more
stable SEI layer. In fact, due to the considerable volume changes
of the red phosphorus electrode, the SEI layer is repeatedly
broken and regenerated, which ends up forming a thick SEI
layer for RP only electrode.70 The variations between the two
plots indicate that SWCNT result in improved charge transfer
kinetics (smaller Rct) and a more stable SEI (smaller Rs).
Taken together, the improved electrochemical performance
of the composite is attributed to the synergetic eﬀect between
red P and SWCNT. In such a setup, the nanotubes provide fast
pathways for electrons to travel from the redox active sites on
red P towards the current collector (and vice versa).71 Moreover,
the SWCNT can deform elastically to accommodate the matrix
volume changes during lithiation/delithiation and, through
this, preserve the mechanical integrity of the anode. This is
further conrmed in Fig. S11.† While the red P-only electrode
(Fig. S11a†) shows signicant mass loss due to the P volumetric
expansion and subsequent pulverization, the composite electrode (Fig. S11b†) is almost completely preserved, with the
majority of the electrode's active material still in contact with
the current collector.
All of the above conrms the viability of using SWCNT, with
an intact structure, in improving the performance of red Pbased anodes for LIB. Although the electrochemical response
is improved from the source materials, it is still far below the
theoretical prediction of 2596 mA h g1 for a Li3P phase. This is
believed to be due to slow Li+ ion diﬀusion in red P, most
evident when the anode is cycled at higher current densities.72

4. Conclusion
In a bid to make use of the notorious gravimetric and volumetric specic charge capacities of phosphorus, a composite of
red P matrix and SWCNT ller was synthesized and for the rst
time employed as an anode in LIB. Since the electrochemical
performance of red phosphorus is hindered by its large volumetric changes upon lithiation and delithiation, the network of
SWCNT eﬀectively acted as a structural buﬀer and provided
additional conductive pathways for charge carriers. Accordingly, the cycling stability of the composite – in particular, its
This journal is © The Royal Society of Chemistry 2017
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capacity retention aer the rst dozen of cycles – is amongst the
best reported to present.
Our work indicates that SWCNT are an outstanding additive
to improve the electrochemical stability of red P-based anodes,
especially at lower current densities. We believe that it is
possible to improve the electrochemical performance even
further if nanostructured red P is used together with metallic
SWCNT.
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