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LIGHT CONVERTING LUMINESCENT COMPOSITE MATERIALS

TECHNICAL FIELD

[0001] The present disclosure generally relates to light converting luminescent composite

materials.

BACKGROUND

[0002] Light Emitting Diodes (LEDs) are very important in Solid State Lighting (SSL) and

are largely utilized in general indoor and outdoor lighting, automobile lighting, and backlighting

for Liquid Cristal Displays (LCD). Because light from LEDs is monochromatic, in order to

generate a combination of light of different wavelengths, for example white light,

photoluminescent materials (or combinations of) and materials that can convert wavelengths of

light are needed. Rare-earth phosphors are an example of a material that works as light

converters. They mostly are placed on the top of LED whereas the entire light or the part of

light from LED is absorbed by luminescent materials that then re-emit light of longer

wavelengths. However there are still drawbacks using rare-earth phosphors. Lack of emission

wavelengths tunability, broad Full Width at Half Maximum (FWHM) and presence of several

emission peaks lead to poor color control and color rendering.

[0003] More recently, new types of materials were proposed as light converters -

Quantum Dots. Quantum dots (QDs) are small semiconducting nanoparticles with diameters in

the range of 2-15 nm that demonstrate improved luminescent properties due to quantum

confinement because of small particle sizes. But because of small nanoparticles sizes there

are some drawbacks to using them in solid state lighting. For example, they can aggregate

during utilization because of small distances between particles, resulting in a drop of



photoluminescence quantum yield (PLQY) up to ten times and shifting of emission peaks.

Accordingly, there is a need to address the aforementioned deficiencies and inadequacies.

SUMMARY

[0004] The present disclosure provides composite materials and methods of making the

composite materials for use in LED/LCD applications and that overcome the aforementioned

deficiencies and inadequacies. In an embodiment a composite material is provided for

LED/LCD applications. The composite material can comprise: Zero-D Perovskite particles

encapsulated in a polymer, wherein the material absorbs a first wavelength of light and emits

light with a second wavelength, wherein the second wavelength is longer than the first.

[0005] In any one or more aspects, the polymer can be selected from the group consisting

of: polyurethanes, latex rubbers, silicon rubbers, other rubbers, polyvinylchloride (PVC), vinyl

polymers, polyesters, polyacrylates, polyamides, biopolymers, polyolefines, thermoplastic

elastomers, styrene block copolymers, and polyether block amid. The Zero-D Perovskite

particles can be of the formula A4BX , wherein A is a monovalent organic cation, an inorganic

cation, or mixtures thereof; wherein B is a divalent cation; and X is C I , Br, I , CH3COO , or

mixtures thereof; A can be Cs+, Rb+, CH3NH3
+, or HC(NH2)2

+-,_or B can be Pb2+, Sn2+ , or Ge2+ ,

or both. The Zero-D Perovskite can be of the formula: A3B2X9, wherein A is a monovalent

organic cation, an inorganic cation, or mixtures thereof; B is a trivalent cation; and X is C I , Br,

I , CH3COO- or mixtures thereof; A can be Cs+, Rb+, or CH3NH3
+, or HC(NH 2)2+,_or B can be

Bi3+ or Sb3+, or both. The Zero-D Perovskite can be of the formula: A2BX , where A is a

monovalent organic cation, an inorganic cation, or mixtures thereof; B is a tetravalent cation;

and X is C I , Br, I , CH3COO- or mixtures thereof; A can be Cs+, Rb+, CH3NH3
+, or HC(NH2)2

+,

or B can be Sn4+, or both. The Zero-D Perovskites particles can be about 2 nm to about 5 mm

in size, wherein particles having a size of about 2nm to about 200 nm are capped by ligands.



The ligands can be selected from the group consisting of: long chain carboxylic acids,

carboxylates, trioctylphosphines, trioctylphosphine oxides, amines, thiols, sulfates, sulfonates,

and phosphates. The Zero-D Perovskite particles can emit light with FWHM of less than 25

nm and PLQY of the composite material can be more than 40 % . The composite material can

be a thin film.

[0006] In any one or more aspects of the composite material a Rare-Earth Phosphor can

be encapsulated in the polymer. The Rare-Earth Phosphor can be selected from the group

comprising: oxides, nitrides, oxynitrides, sulfides, oxysu!fides, selenides, halides, oxyhalides,

silicates, aluminates, fluoride, phosphates, garnets and scheelites of cerium, dysprosium,

erbium, europium, gadolinium, holmium, lanthanum, lutetium, neodymium, praseodymium,

promethium, samarium, scandium, terbium, thulium, ytterbium and yttrium. Quantum Dots

can be encapsulated in the polymer. The Quantum Dots can be selected from the group

comprising: CdSe, CdSe/ZnS, CdSe/ZnSe, CdSe/CdS, InP, InP/ZnS, InP/ZnSe, PbS, PbSe,

PbSe/PbS, CdTe, CdTe/ZnS, CdTe/CdSe, ABX3 (where A is Cs+, Rb+, CH3NH3
+, HC(NH2)2

+ or

mixtures thereof, B is Pb2+, Sn2+ , or Ge2+, X is C I , Br, I or mixtures thereof).

[0007] Other systems, methods, features, and advantages of the present disclosure for

compositions and methods relating to luminescent structures, will be or become apparent to

one with skill in the art upon examination of the following drawings and detailed description. It

is intended that all such additional systems, methods, features, and advantages be included

within this description, be within the scope of the present disclosure, and be protected by the

accompanying claims.



BRIEF DESCRIPTION OF THE DRAWINGS

[0008] Many aspects of the disclosure can be better understood with reference to the

following drawings. The components in the drawings are not necessarily to scale, emphasis

instead being placed upon clearly illustrating the principles of the present disclosure. Moreover,

in the drawings, like reference numerals designate corresponding parts throughout the several

views.

[0009] FIG. 1 is a crystal structure of an embodiment of a cesium lead bromide Zero-D

perovskite with a Cs4PbBr structure featuring isolated PbBr 4 octahedral.

[0010] FIG. 2 is a crystal structure of an embodiment of a Cesium Tin Iodide Zero-D

perovskite Cs2Snl .

[0011] FIG. 3A depicts an embodiment of zero-dimensional (Zero-D) perovskites (1) in a

polymer film (2).

[0012] FIG. 3B shows an embodiment of a polymer composite film with Zero-D

perovskites (3) and rare-earth phosphors (4).

[0013] FIG. 3C illustrates an embodiment of a polymer composite film with Zero-D

perovskites (5) and quantum dots (6).

[0014] FIG. 3D demonstrates an embodiment of composite films as described herein

absorbing light at a first wavelength (7) and re-emitting light at a second wavelength (8) which

is longer than the first.

[0015] FIG. 4A illustrates the absorption spectra of an embodiment of solid Cs4PbBr

excited at a wavelength of 365nm.

[0016] FIG. 4B depicts the photoluminescence (PL) spectra of an embodiment of

Cs4PbBr excited at a wavelength of 365nm.



[0017] FIG. 5A depicts an embodiment of a Zero-D perovskite/PMMA composite material

in a petri dish under ambient light.

[0018] FIG. 5B depicts an embodiment of a Zero-D perovskite/PMMA composite material

in a petri dish under ultraviolet (UV) light.

[0019] FIG. 6 depicts the photoluminescence (PL) spectra of an embodiment of a Zero-D

perovskite Cs4PbBr /Perovskite/PMMA composite excited at a wavelength of 365nm.

[0020] FIG. 7 is a photo of an embodiment of a composite film with PMMA, Cs4PbBr , and

red CdSe/CdS quantum dots (QDs) under UV light (left) and visible light (right).

[0021] FIG. 8 demonstrates the photoluminescence spectra of an embodiment of a

composite film with Zero-D perovskite Cs4PbBr , red quantum dots, and PMMA excited at a

wavelength of 365nm.

[0022] FIG. 9 is a CIE 1976 chromaticity diagram of an embodiment of a composite film

with Zero-D perovskite Cs4PbBr6, red QDs, and PMMA.

[0023] FIGs. 10A - 10C illustrate photoluminescence spectra of 3 embodiments of Zero-D

perovskite Cs PbBr6/red Rare-Earth Phosphor/PMMA composite samples A (FIG. 10A), B

(FIG. 10B), and C (FIG. 10C) respectively.

[0024] FIG. 11A is a schematic of an embodiment of a micelle structure for the reverse

microemulsion comprising an "oil" phase with n-hexane and an "aqueous" phase with DMF; the

Cs PbBr nanocrystals (NCs) can be formed at the interface between the two phases. Note

that OA can be used as a surfactant to stabilize the microemulsion.

[0025] FIG. 11B is a transmission electron microscopy (TEM) image of an embodiment of

Cs PbBr NCs; the inset shows a photograph of the nanocrystal dispersion in hexane under

ambient light (inset, left) and a UV lamp (inset, right) respectively.

[0026] FIG. 11C is an energy-dispersive X-ray (EDX) spectrum of an embodiment of as-

synthesized Cs PbBr NCs, showing an elemental composition of Cs . PbiBr .5.



[0027] FIG. 11D is a high-resolution TEM (HR-TEM) of an embodiment of a single

Cs4PbBr nanocrystal, showing clear lattice fringes corresponding to ( 1 10) facets.

[0028] FIG. 11E shows a size distribution histogram of an embodiment of Cs4PbBr NCs,

featuring a diameter of 26nm.

[0029] FIG. 11F is an x-ray diffraction (XRD) pattern of an embodiment of the as-prepared

Cs4PbBr NCs, indeed to a centrosymmetric space group R-3c (167).

[0030] FIG. 12A shows steady-state absorption, excitation, photoluminescence spectra,

and bandgap alignment of an embodiment of colloidal Cs4PbBr NSs; insets show a

photograph of a thin-film sample and a colloidal sample under the illumination of a UV lamp

with a 365nm wavelength.

[0031] FIG. 12B is a streak camera image showing two decay components involving in

exciton recombination process in an embodiment of colloidal Cs PbBr NCs; the inset shows

the transient PL spectra at different time delays as indicated in the figure.

[0032] FIG. 13A depicts a temperature-dependent PL spectra of an embodiment of a

Cs PbBr6 NC thin film.

[0033] FIG. 13B shows the PL integrated intensity of FIG. 13A.

[0034] FIG. 13C shows the full-width half-maximum of PL bands.

[0035] FIG. 13D demonstrates PL peak position as a function of temperatures.

[0036] FIG. 14A shows the PL spectra evolution induced by anion exchange of an

embodiment of 3-D perovskite CsPbBr 3 NCs.

[0037] FIG. 14B shows the PL spectra evolution induced by anion exchange of an

embodiment of 3-D Perovskite Cs PbBr6 NCs. Note that in both FIGs. 14A and 14B OAml was

used as an iodine precursor for anion exchange in toluene environment. The inset schematic

shows the core/shell structure of Cs PbBr /Cs Pbl and a proposed dissipation process of

excitons.



[0038] FIG. 15 is a schematic showing an embodiment of the crystal structure of Cs4PbBr

NCs. Every single PbBr 4 octahedra was isolated by 4 Cs+ ions from neighboring PbBr 4

octahedrons, making a perfect 0 dimensional perovskite crystal lattice.

[0039] FIG. 16A illustrates absorption spectra of an embodiment of Cs4PbBr NCs as a

function of concentration in terms of monomers.

[0040] FIG. 16B illustrates absorption spectra of an embodiment of CsPbBr3 NCs as a

function of concentration in terms of monomers.

[0041] FIG. 16C shows the absorption spectra of embodiments of Cs4PbBr NCs and

CsPbBr3 NCs shows a common absorption peak at 315 nm, indicating that this transition may

stem from Pb2+ ions.

[0042] FIG. 16D shows molar absorption coefficients calculated based on the absorption

data in FIG. 16A and 16B.

[0043] FIG. 17A demonstrates Tauc plots for absorption of an embodiment of a thin-film

with Cs4PbBr NCs. Two position ( 1 and 2) on the film were measured in the absorbance

mode and reflectance mode, respectively.

[0044] FIG. 17B illustrates Photo-Electron Spectroscopy in Air (PESA) measurements of

an embodiment of Cs PbBr NCs on a silicon substrate, indicating the valence band maximum

located at -5.73 eV below vacuum level.

[0045] FIG. 18 shows TEM images of embodiments of Cs PbBr NCs synthesized with

varied amounts of oleic acid (2, 5 , 10 ml_). The corresponding yield and average particle size

are also listed.

[0046] FIG. 19A shows the photoluminescence quantum yield (PLQY) measurements of

an embodiment of colloidal Cs4PbBr6 NCs. The measurement was conducted in an integrated

sphere with an excitation wavelength at 480nm.



[0047] FIG. 19B shows the photoluminescence quantum yield (PLQY) measurements of

an embodiment of thin-film Cs4PbBr NCs. The measurement was conducted in an integrated

sphere with an excitation wavelength at 480nm.

[0048] FIG. 20 shows the PL lifetime measurement of an embodiment of a thin-film

sample of Cs4PbBr NCs, showing values close to that an embodiment of a colloidal

counterpart.

[0049] FIG. 2 1 illustrates the PL spectral evolution of an embodiment of colloidal CsPbBr 3

NCs upon the addition of an iodine precursor (OAml).

[0050] FIG. 22 shows thermogravimetric analysis (TGA) and difference thermogravimetric

(DTG) measurements of reactions as described herein.

DETAILED DESCRIPTION

[0051] Described below are various embodiments of compositions and methods relating

to light converting luminescent composite materials. Although particular embodiments are

described, those embodiments are mere exemplary implementations of the system and

method. One skilled in the art will recognize other embodiments are possible. All such

embodiments are intended to fall within the scope of this disclosure. Moreover, all references

cited herein are intended to be and are hereby incorporated by reference into this disclosure as

if fully set forth herein. While the disclosure will now be described in reference to the above

drawings, there is no intent to limit it to the embodiment or embodiments disclosed herein. On

the contrary, the intent is to cover all alternatives, modifications and equivalents included within

the spirit and scope of the disclosure.

Discussion

[0052] Before the present disclosure is described in greater detail, it is to be understood

that this disclosure is not limited to particular embodiments described, as such may, of course,

vary. It is also to be understood that the terminology used herein is for the purpose of



describing particular embodiments only, and is not intended to be limiting, since the scope of

the present disclosure will be limited only by the appended claims.

[0053] Where a range of values is provided, it is understood that each intervening value,

to the tenth of the unit of the lower limit (unless the context clearly dictates otherwise), between

the upper and lower limit of that range, and any other stated or intervening value in that stated

range, is encompassed within the disclosure. The upper and lower limits of these smaller

ranges may independently be included in the smaller ranges and are also encompassed within

the disclosure, subject to any specifically excluded limit in the stated range. Where the stated

range includes one or both of the limits, ranges excluding either or both of those included limits

are also included in the disclosure.

[0054] Unless defined otherwise, all technical and scientific terms used herein have the

same meaning as commonly understood by one of ordinary skill in the art to which this

disclosure belongs. Although any methods and materials similar or equivalent to those

described herein can also be used in the practice or testing of the present disclosure, the

preferred methods and materials are now described.

[0055] All publications and patents cited in this specification are herein incorporated by

reference as if each individual publication or patent were specifically and individually indicated

to be incorporated by reference and are incorporated herein by reference to disclose and

describe the methods and/or materials in connection with which the publications are cited. The

citation of any publication is for its disclosure prior to the filing date and should not be

construed as an admission that the present disclosure is not entitled to antedate such

publication by virtue of prior disclosure. Further, the dates of publication provided could be

different from the actual publication dates that may need to be independently confirmed.

[0056] As will be apparent to those of skill in the art upon reading this disclosure, each of

the individual embodiments described and illustrated herein has discrete components and



features which may be readily separated from or combined with the features of any of the other

several embodiments without departing from the scope or spirit of the present disclosure. Any

recited method can be carried out in the order of events recited or in any other order that is

logically possible.

[0057] Embodiments of the present disclosure will employ, unless otherwise indicated,

techniques of sample preparation, analytical chemistry, chemical analysis, chemical synthesis,

materials science, and the like, which are within the skill of the art. Such techniques are

explained fully in the literature.

[0058] It is to be understood that, unless otherwise indicated, the present disclosure is not

limited to particular types of compositions and methods relating to light converting luminescent

composite materials, particular subjects (e.g. human, animal, plant or inanimate), and

particular software[s] for post-processing and analysis, or the like, as such can vary. It is also

to be understood that the terminology used herein is for purposes of describing particular

embodiments only, and is not intended to be limiting. It is also possible in the present

disclosure that steps can be executed in different sequence where this is logically possible.

[0059] It must be noted that, as used in the specification and the appended claims, the

singular forms "a," "an," and "the" include plural referents unless the context clearly dictates

otherwise. Thus, for example, reference to "a support" includes a plurality of supports. In this

specification and in the claims that follow, reference will be made to a number of terms that

shall be defined to have the following meanings unless a contrary intention is apparent.

Description

[0060] The present disclosure is directed to light converting luminescent composite

materials.

[0061] Light Emitting Diodes (LEDs) have become very important in Solid State Lighting

(SSL). They are largely utilized in general indoor and outdoor lighting, automobile lighting and



backlighting for Liquid Cristal Displays (LCD). LEDs are semiconductor devices that emit

visible light when an electric current passes through them. The output from an LED can range

from blue-violet (at a wavelength of approximately 400 nanometers) to far-red (about 700

nanometers) depending on the semiconducting material. For example, for blue light GaN or

InGaN are used; for green: GaP or AIGalnP; for red: AIGaAs or GaAsP. Because light from

LEDs is monochromatic, to generate the combination of lights, for example white light,

photoluminescent materials (rare-earth phosphors) are needed. Rare-earth phosphors work as

light converters and mostly are placed on the top of LED whereas the entire light or the part of

light from LED is absorbed by luminescent materials that then re-emit light of longer

wavelengths. For example for white light illumination two approaches are used. The first

approach is using blue LED with yellow luminescent material on the top. The combination of

blue and yellow lights generates white light. A common yellow rare-earth phosphor material

used in this way is cerium-doped yttrium aluminium garnet (Ce3+:YAG). A second approach is

using blue LED with green and red phosphors to generate white light. Phosphor materials are

mostly silicates, aluminates of phosphides with rare-earth metals like Ce, Eu etc. [1].

[0062] However there are drawbacks using rare-earth phosphors. Lack of emission

wavelengths tunability, broad Full Width at Half Maximum (FWHM) and presence of several

emission peaks lead to poor color control and color rendering.

[0063] Recently, new types of materials were proposed as light converters - Quantum

Dots. Quantum dots (QDs) are small semiconducting nanoparticles with diameters in the

range of 2-15 nm that demonstrate improved luminescent properties due to quantum

confinement because of small particle sizes. The uniqueness of their luminescent properties is

that the wavelengths of emission light can be precisely tuned by changing of nanoparticle sizes

or composition. QDs show promise as light converting materials in backlighting units for LCDs,

for white light generation, in special lighting for agriculture and medical applications. Compared



with rare-earth phosphor materials, QDs possess narrower FWHM (< 40 nm), higher

brightness, higher photoluminescence quantum yield (PLQY) in colloidal form, and emission

wavelength tunability through entire visible and near IR range [2].

[0064] Because of small nanoparticles sizes there are drawbacks to using QDs in solid

state lighting. For example, they can aggregate during utilization because of small distances

between particles, resulting in a drop of PLQY up to ten times and shifting of emission peaks

[2].

[0065] Most recently, other novel types of materials have been proposed that demonstrate

superior luminescent properties because of quantum confinement, but also have a crystal

structure instead, so called Zero-dimensional perovskites [3]. Zero-dimensional perovskites

(Zero-D perovskites) can have a common formula A4BX , where A can be Cs+, Rb+, CH3N H 3+,

or HC(NH2)2+, and other monovalent organic or inorganic cations or their mixtures, B = Pb2+ ,

Sn2+ , Ge2+ or other divalent cation, and X is C I , Br, I , CH3COO or their mixtures. They can

adopt a Bergerhoff-Schmitz-Dumont crystal type structure, in which metal-anion octahedra are

spatially confined. Zero-D perovskites can show an outstandingly high photoluminescence,

even in solid form. For example, an embodiment of a Zero-D perovskite, Cesium Lead Bromide

Zero-D Perovskite (Cs4PbBr ) , has a quantum yield (PLQY) in solid form of more than 40%

with narrow emission of green light with the peak at 520 nm (an embodiment of a crystal

structure shown in FIG. 1).

[0066] Zero-D Perovskites can exhibit a narrow emission peak, high PLQY, and

exceptional stability, properties which make them very promising for light-to-light and

electricity-to-light conversion technologies [3]. Other embodiments of Zero-D perovskites can

have a common formula: A3B2X9, where A can be Cs+, Rb+, CH3NH 3+, or HC(NH2)2+, and other

monovalent organic or inorganic cations or their mixtures, B = Bi3+, Sb3+ or other trivalent

cation, and X is C I , Br, I , CH3COO or their mixtures. Other embodiments of Zero-D



perovskites can have a common formula: A2BX , where A is Cs+, Rb+, CH3NH 3+ , or HC(N H2)2+ ,

and other monovalent organic or inorganic cations or their mixtures, B = Sn4+ or other

tetravalent cation , and X is C I , Br, I , CH3COO or their mixtures.

[0067] For example, in an embodiment a Zero-perovskite can be a Cesium Tin Iodide

Zero-D Perovskite (Cs2Sn l ) , and can have a structure with isolated tin-halide octahedra [4] as

shown in FIG. 2.

[0068] In various embodiments provided herein , Zero-D Perovskites can be successfully

used as a light converting material in LCD, lighting and lasers applications. Zero-D Perovskites

(with emission wavelengths D) can be encapsulated into a host polymer, for example a

polymer matrix, to form a Zero-D perovskite/polymer composite. The Zero-D

perovskite/polymer composite can be used as a light converting composite. Examples of

embodiments of light converting composites according to the present disclosure utilizing Zero-

D perovskites can be seen in FIGs. 3A-3D. FIG. 3A depicts an embodiment of zero-

dimensional (Zero-D) perovskites ( 1) in a polymer film (2). FIG. 3B shows an embodiment of a

polymer composite film with Zero-D perovskites (3) and rare-earth phosphors (4). FIG. 3C

illustrates an embodiment of a polymer composite film with Zero-D perovskites (5) and

quantum dots (6). As shown in FIG. 3D, the composites 10 of the present disclosure under

illumination of light with wavelengths λ ι can absorb a first wavelength of light 7 and emit a

second wavelength of light 8 , wherein the second wavelength of light is longer than the first

wavelength of light, thereby converting the absorbed light into light with longer wavelengths

ZD. Also such light converting composite additionally can contain rare-earth phosphors (with

emission wavelengths P H) or quantum dots (with emission wavelengths QD) , or both.

[0069] For example, Zero-D Perovskites/Polymer composite or Zero-D Perovskites/Rare-

earth Phosphors/Polymer composite or Zero-D Perovskites/Quantum Dots/Polymer with Blue

LED as a light source can be used as a so called remote phosphor unit to generate white light.



Blue LED (emission wavelength λ ι) with Zero-D Perovskites/Polymer composite can generate

white light consisting of λ ι and Dwavelengths. Blue LED with Zero-D Perovskites/Rare-earth

Phosphors/Polymer composite can generate white light consisting of λ ι, D and
P H

wavelengths. Blue LED (emission wavelength λ ι) with Zero-D Perovskites/Quantum

Dots/Polymer composite can generate white light consisting of λ ι, Dand
QD

wavelengths.

[0070] Also these composites can be used as a backlighting unit of LCDs. The

backlighting unit can consist of Blue LED as a light source and the Zero-D Perovskite/Polymer

composite can emit light in green and red regions. The backlight unit can generate pure Red,

Green and Blue lights that go to the LCD matrix and form the display image. For this purpose

the Zero-D Perovskite/Polymer composite should contain Zero-D perovskites that emit light in

green and red regions. Some of the perovskites in this composite can be replaced by rare-

earth phosphors or quantum dots.

[0071] Also described herein are composite materials. Composite materials as described

herein can be comprised of polymers. In certain embodiments, polymers as described herein

can be polyurethanes, latex rubbers, silicon rubbers, other rubbers, polyvinylchloride (PVC),

vinyl polymers, polyesters, polyacrylates, polyamides, biopolymers, polyolefines, thermoplastic

elastomers, styrene block copolymers, polyether block amides, or others. Polymers as

described herein can form thin films or other shapes, structures, or physical forms. Composite

materials as described herein can absorb light at one wavelength and emit or pass light at a

second wavelength, and the second wavelength can be longer than the first.

[0072] In certain embodiments, polymers as described herein can encapsulate light

converting materials, light absorbing materials, light emitting materials, light reflecting

materials, or other materials that can alter properties of incident light to make up or form the

composite materials. In embodiments, the polymers can encapsulate Zero-D perovskites,

Rare-Earth Phosphors, or Quantum dots, individually or in combination.



[0073] In an embodiment, the Zero-D perovskites are of the formula A4BX . In certain

embodiments, A can be a monovalent organic cation, an inorganic cation, or mixtures there. In

embodiments, A can be Cs+, Rb+, CH3NH 3+, or HC(NH2)
2+. In certain embodiments, B can be a

divalent cation. In certain embodiments, B can be Pb2+, Sn2+, or Ge2+ . In certain

embodiments, X can be C I , Br, I , CH3COO , mixtures thereof, or other halogens.

[0074] In an embodiment, the Zero-D perovskites are of the formula A3B2Xg. In certain

embodiments, A can be a monovalent organic cation, an inorganic cation, or mixtures there. In

embodiments, A can be Cs+, Rb+, CH3NH 3+, or HC(NH2)
2+. In certain embodiments, B can be a

trivalent cation. In certain embodiments, B can be Bi3+ or Sb3+ . In certain embodiments, X can

be C I , Br, I , CH3COO , mixtures thereof, or other halogens.

[0075] In an embodiment, the Zero-D perovskites are of the formula A2BX . In certain

embodiments, A can be a monovalent organic cation, an inorganic cation, or mixtures there. In

embodiments, A can be Cs+, Rb+, C N V , or HC(NH2)
2+. In certain embodiments, B can be a

tetravalent cation. In certain embodiments, B can be Sn4+ . In certain embodiments, X can be

C I , Br, I , CH3COO , mixtures thereof, or other halogens.

[0076] The Zero-D Perovskites can be about 2nm to about 5mm in size. A size as used

herein can be a length, width, height, diameter, circumference, radius, volume, surface area, or

other dimension. In embodiments, the Zero-D perovskites can be particles. In embodiments,

the Zero-D perovskites can have a size of about 2nm to about 200 nm and be capped by

ligands. In embodiments which are not intended to be limiting, ligands which can cap Zero-D

perovskites can be long chain carboxylic acids, carboxylates, trioctylphosphines,

trioctylphosphine oxides, amines, thiols, sulfates, sulfonates, and phosphates.

[0077] The Zero-D perovskites as described herein can be particles that emit light with

FWHM of less than 25nm. The Zero-D perovskites as described herein can be encapsulated

in a polymer and be in a composite material with a PLQY of more than about 40%. The Zero-



D perovskites as described herein can be in a colloidal suspension. In general, the Zero-D

Perovskites can be formed or synthesized as described in co-pending application 62/380,131

(which corresponds to PCT/UB201 7/0551 35), which is incorporated by reference as if fully set

forth herein.

[0078] Other materials that can be encapsulated by polymers to form the composite

materials as described herein can be Rare-Earth Phosphors or Quantum dots, individually or in

combination. These materials can exist in the composite materials with the Zero-D perovskites

such as those described above. In certain embodiments, Rare-Earth phosphors can be

oxides, nitrides, oxynitrides, sulfides, oxysuifides, selenides, halides, oxyhalides, silicates,

aluminates, fluoride, phosphates, garnets and scheeliies of cerium, dysprosium, erbium,

europium, gadolinium, holmium, lanthanum, lutetium, neodymium, praseodymium,

promethium, samarium, scandium, terbium, thulium, ytterbium and yttrium. In certain

embodiments, Quantum Dots can be CdSe, CdSe/ZnS, CdSe/ZnSe, CdSe/CdS, InP, InP/ZnS,

InP/ZnSe, PbS, PbSe, PbSe/PbS, CdTe, CdTe/ZnS, CdTe/CdSe, ABX 3 (where A is Cs+, Rb+,

CH3NH3
+, HC(NH2)2

+ or mixtures thereof, B is Pb2+ , Sn2+, or Ge2+, X is C I , Br, |- or mixtures

thereof). Combinations of materials as described herein can be tuned to produce light of one

or more desired wavelengths by one skilled in the art.

Examples

[0079] Now having described the embodiments of the disclosure, in general, the examples

describe some additional embodiments. While embodiments of the present disclosure are

described in connection with the example and the corresponding text and figures, there is no

intent to limit embodiments of the disclosure to these descriptions. On the contrary, the intent

is to cover all alternatives, modifications, and equivalents included within the spirit and scope

of embodiments of the present disclosure.



Example 1

[0080] Cesium Lead Bromide Zero-D Perovskite Cs4PbBr was synthesized according to

[3]. This low-dimensional perovskite exhibits immense lumeniscent properties. The absorption

spectrum of Cs4PbBr edges at 540 nm (FIG. 4A), and PL spectrum shows an emission peak

at 520 nm (FIG. 4B). FWHM was found to be 20 nm and PLQY to be 40 % .

[0081] For Zero-D Perovskite Cs4PbBr6/Polymer composite preparation, 0.8 g of PMMA

was dissolved in 12 mL of chloroform. Then 200 mg of Zero-D Perovskite was dispersed in

chloroform solution at room temperature for 2 hours until obtaining uniform dispersion. Then

the well-dispersed Zero-D solution was mixed together with PMMA solution for 2 hours. After

that the liquid was poured into a flat bottom Petri Dish that was capped and kept for 24 hours

at room temperature until fine film forming. The final film is a semi-transparent film with green

shades (FIG. 5A). Under UV lamp the film shines in a green uniform color (FIG. 5B).

[0082] The emission spectra measurements (FIG. 6) showed that the emission peak is

520 nm. Measurement of the PLQY of Zero-D perovskite was found to be remarkably high

(>50 %) and FWHM to be very narrow (19 nm). The unchanged emission peak and FWHM of

Zero-D Perovskite material and surprisingly increased PLQY indicate the possibility to use

them as light converting materials for LCD and lighting applications.

Example 2

[0083] Polymer composite with Zero-D perovskites and red quantum dots can be

successfully used for backlighting system for LCD displays. For the preparation of such

material, 1.8 g of PMMA was dissolved in 15 ml of chloroform. Then 15 mg of Zero-D

Perovskite Cs4PbBr was dispersed in chloroform solution at room temperature for 2 hours

until obtaining uniform dispersion. Then 1 mg of red CdSe/CdS quantum dots in toluene

(synthetized as in [5]) was added to the solution. After that the well-dispersed solution was



mixed together with PMMA solution for 2 hours. The final liquid was poured then into a flat

bottom Petri Dish that was capped and kept for 24 hours at room temperature until fine film

forming. The final film is a semi-transparent film with green shades under ambient lighting and

with green-yellow illumination under UV (FIG. 7). The emission spectrum is presented in FIG.

8 .

[0084] Emission peaks of the composite are 520 nm for Zero-D Perovskite and 620 nm for

red quantum dots that is close to emissions peaks of commercial composite. Commercial

composite was a polymer film inside Amazon Kindle Fire tablet that contains green and red

cadmium selenide quantum dots, Table 1.

Table 1

[0085] Surprisingly FWHM of Zero-D perovskite green emission remains unchanged and

equals 20 nm. That is narrower than for green emission of commercial composite and more

beneficial for LCD applications. PLQY of this composite is 43 % . Additionally, the composite

has a very pure green color and the color gamut area is 124 % of NTSC area (according to

CIE 1976 Chromaticity Diagram (FIG. 9)):

[0086] As seen, Zero-D Perovskites can be successfully used as a replacement of green

quantum dots. Additionally, Zero-D perovskite material has narrower FWHM what is crucial for

using in LCD displays and will improve the quality of LCD image.



Example 3

[0087] Zero-D Perovskites material can be utilized as a remote phosphor in mixture with

red rare-earth phosphor for white light generation. Zero-D Perovskite Cs4PbBr and market

available red-emitting nitride phosphor (LAM-R-6237, Dalian Luming Group) were dispersed in

PDMS. Dispersion was poured then into a flat bottom Petri Dish that was capped and kept for

12 hours at 60 °C temperature until solidification process is completed. Varying with

concentration of Zero-D perovskite three film samples were obtained. See Table 2 .

Table 2

[0088] To study PL spectra, color rendering index (CRI) and correlated color temperature

(CCT), these composites were excited by a GaN blue-emitting LD (λ = 450 nm). The PL

spectra are presented in FIG. 10A (sample A), FIG. 10B (sample B), and FIG. 10C (sample C),

see Table 3 .

[0089] Operating at 200 mA, this system generates a warm white light with high CRI

values, as calculated after its emission passes through the composites.

Table 3

Sample CCT CRI

A 3709 83

B 3833 84

C 341 1 8 1



[0090] Compared with the warm white LED bulbs available on the market, which have a

typical CRI of 70-80 [6], the white light generated herein achieves higher quality emission

which is essential factor for indoor illumination and optical display applications. That is due to

narrow FWHM of emission and high PLQY of Zero-D Perovskite particles.

Example 4

[0091] Preparation of a Zero-D perovskite colloid (aka colloidal Zero-D perovskite).

[0092] Preparation of the stable colloid or dispersion of Zero-D Perovskites in solvents

facilitates the application in solution-processed fabrication of optoelectronics devices where the

layers of luminescent materials are deposited by drop casting, blade casting, spin coating from

stable colloidal solutions. Zero-D Perovskites Nanocrystals (NCs) with sizes 2-200 nm can

form a stable colloids in solvents. The NCs can be capped by ligands to prevent

agglomeration. Such ligands can be long chain carboxylic acids, carboxylates,

trioctylphosphines, trioctylphosphine oxides, amines, thiols, sulfates, sulfonates, phosphates.

[0093] Herein, a reverse microemulsion method is provided for the first time to synthesize

Cs4PbBr NCs with uniform size distribution around 26 nm. The method enables the selective

generation of 0-D rhombohedral phase of Cs4PbBr NCs with 85% reaction yield. The

nanocrystal exhibits 65% PLQY in colloidal form and an exceptional 54% PLQY in thin-film

form that is surprisingly higher optical performance than in bulk materials. Optical

characterizations of Cs4PbBr NCs reveal a bandgap of 2.37 eV, a bi-component PL lifetime of

1.6 ns and 9.1 ns, and an exciton binding energy of 114 meV.

[0094] Cs4PbBr NCs were synthesized through a modified reverse microemulsion

method (FIG. 1 1A) [7]. Typically, a dimethylformamide (DMF) solution of PbBr2, hydrogen

bromide (HBr), oleic acid (OA) and oleylamine was injected into a n-hexane solution of cesium

oleate and OA under vigorous stirring. The immiscible solvent nature of DMF and hexane



leads to the formation of a reverse microemulsion system of an "oil" phase with hexane and an

"aqueous" phase with DMF. Previous study has demonstrated that the nucleation of 0-D

phase Cs4PbBr tends to occur at the interface of two solvents with large polarity disparity [7].

However, the nucleation rate was not controlled properly, resulting in an irregular morphology

of Cs4PbBr particles.

[0095] In order to impose a control over nucleation rate, the Pb-precursor and Cs-oleate

were trapped in DMF and hexane separately (FIG. 1 1A). First, a mixture of 2.25 g of Cs2C0 3

and 2 1.5 mL of OA was stirred and degassed at 130 °C under vacuum for 1 hour to generate a

yellowish stock of Cs-oleate precursor. Second, 0.2 mL Cs-oleate precursor, 10 mL n-hexane,

5 mL OA were loaded in a 50-mL three-neck flask, followed by mild degassing and nitrogen

purging. Third, into the flask, a mixture of PbBr2 (0.03 M , DMF, 1 mL), HBr (48 wt%, 15 mL),

0.1 mL OA, and 0.05 mL OLA was swiftly injected under vigorous stirring. The nucleation rate

is then limited by the slow release of Cs+ ions from Cs-oleate complex. A color change from

pale-white to green was observed in 10 min, suggesting the formation of Cs4PbBr

nanocrystals. The as-synthesized nanocrystals were collected via centrifugation at 8000 rpm

for 3 min (one-centrifugation-only purification process), followed by dispersion in 2 mL of

toluene for further characterization. Indeed, Cs4PbBr NCs were obtained with narrow size

distribution around 26±4 nm (FIG. 11B AND FIG. 11E). Energy-dispersive X-ray spectrum

(EDX) measurement shows the elemental ratio of Cs/Pb/Br is about 4.6:1 :6. 5 (FIG. 11C). The

excessive CsBr component indicates that the surface dangling moiety of Cs PbBr NCs is likely

CsBr, which is in agreement with previous report [7]. High-resolution transmission electron

microscopy (HR-TEM) image reveals the single-crystal nature of the obtained Cs PbBr NCs

(FIG. 11D). Moreover, X-ray diffraction (XRD) pattern of Cs PbBr NCs shows a pure

rhombohedral phase in space group R-3c (167) (FIG. 11F).



[0096] It is worth noting that micelle size will determine the particle size of Cs4PbBr [8,9].

In order to tune the micelle size, varied amounts of OA were used to stabilize the

microemulsion (FIG. 18). Indeed, increasing amount of OA (2, 5 , 10 mL) leads to a stable

microemulsion system without phase-separation even after centrifugation, and an ensuing

decrease of particle size. Interestingly, we found an unordinary synthetic yield of 151% (56 mg

in a typical synthesis after centrifugation) with optimal amount of OA (5 mL).

Thermogravimetric analysis (TGA) and difference thermogravimetric (DTG) measurements

show that 43.8 wt% of the final product come from the tethering ligands OA (37.9%) or leftover

solvent DMF (5.9%), suggesting a reaction yield of 85% (FIG. 22). The abundant hydrophobic

ligands on NC surface enable a stable dispersion of colloidal in non-polar solvents such as

hexane and toluene. To avoid the loss of ligands in purification process, a one-round-

centrifugation procedure can be used.

[0097] The optical properties of Cs4PbBr NCs were investigated by steady-state

absorption, PL and reflectance spectroscopic techniques. The PL spectrum was centered at

515 nm with a standard Gaussian profile and a FWHM of 23 nm (FIG. 12A). The absorption

spectrum of colloidal sample exhibits a strong peak at 315 nm and a long tail from 350 nm to

500 nm (FIG. 12A). The absorption at 315 nm stems from the S0 → 3P transition of Pb2+

centers, as has been reported by Nikl et.al [10-12]. It is worth noting that this peak was also

observed in 3-D Perovskite CsPbBr3 NCs (FIGs. 16A-16D). On the other hand, the long-tail

absorption shows no peak feature in the range from 350 nm to 550 nm, making it challenging

to find the absorption cutoff. In order to find the optical bandgap, reflectance spectroscopy

equipped with integrating sphere was conducted for thin-film sample of Cs4PbBr NCs (FIG.

17A). Unlike the colloidal sample, the thin-film sample shows a sharp absorption cutoff at 523

nm (2.37 eV), which is in good agreement with the PL peak and previous reported values [7-

13]. In an attempt to understand the bandgap alignment, we conduct photoelectron



spectroscopy in air (PESA) and find a valence band maximum (VBM) at -5.73 eV (FIG. 17B).

These data allow calculation of the conduction band minimum (CBM), therefore providing a

clear picture of the band structure of this novel material (FIG. 12A, inset).

[0098] Recently, 0-D Cs4PbBr powders have demonstrated an exceptional PLQY of 45%

[7,13,14]. However, there is no report on the performance of colloidal or thin-film of this novel

material to the best of our knowledge. Here, a relatively high PLQY of 65% (excitation at 480

nm) from Cs4PbBr NCs colloidal sample is reported by the use of an integrating sphere (FIG.

12A, inset; FIG. 19A). This value is slightly lower than that (80-90%) of 3-D Perovskite

CsPbBr3 NCs colloidal [15-17]. However, it is more practical and important to compare their

PLQY in thin-film form when considering their use in optoelectronic applications. For instance,

PLQY of 3-D Perovskite CsPbBr3 NCs dramatically decreased from 56% to 18% or even less

when they are transformed from colloidal to thin-film due to the loss of ligands or aggregation

[18]. Surprisingly, the Cs4PbBr NCs retained a record PLQY of 54% even after they are drop-

casted into thin-film on a glass slide (FIG. 19B). Seemingly, the PLQY of 0-D perovskite is not

sensitive to the nanocrystal environment, such as the solvent in colloidal and the air in thin-film,

due to a high exciton binding energy ( 1 14 meV, vide infra).

[0099] To understand the dynamics of exciton recombination, streak camera[s] were used

to record the PL decay of both thin-film and colloidal samples of Cs4PbBr NCs (FIG. 12B).

The colloidal sample shows a bi-component decay profile with a short lifetime of 1.6 ns and a

long lifetime of 9.1 ns. The short and long components can be ascribed to the excitons located

on the surface and interior of the Cs PbBr NCs, respectively [19]. PL peak position is not

changing with time, indicating that different migration and recombination mechanisms are not

rising within time (FIG. 12B, inset). Importantly, time-resolved PL measurement of thin-film

sample reveals an essentially unaltered lifetime with a short component about 1.4 ns and a



long component about 8.6 ns (FIG. 20), confirming that the exciton recombination is not

sensitive to nanocrystal environment.

[001 00] To shed more light on the exciton nature of Cs4PbBr NCs, temperature-dependent

PL measurement was conducted for the thin-film sample (FIG. 13A). The PL integrated

intensity was plotted against temperature and fitted with the following equation [ 17]:

[001 01] 7(70 =

where l(T) and l0 are the integrated PL intensity at temperature T and 0 K , respectively. E is

the exciton binding energy, and kB is the Boltzmann constant. The fitting yields an exciton

binding energy of 4±8 meV (FIG. 13B), which is much high than that (40 meV) of 3-D

CsPbBr 3 NCs. Such tightly bound excitons are not likely to diffuse in crystal lattice, instead,

they are localized in a single unit cell. We propose that the excitons in Cs4PbBr NCs are more

likely a kind of Frenkel excitons rather than Wannier-Mott excitons [20]. The localized nature

of exciton could be the reason that the PLQY of Cs4PbBr NCs are not sensitive to surrounding

environments such as solvent in colloidal or air in thin-film.

[001 02] Along with the decrease of PL intensity, we also observed an increase of FWH M

with increasing temperature (FIG. 13C). Such peak broadening can be ascribed to the exciton-

phonon interaction , which is described by the following Boson model [7]:

[001 03] Γ Τ = Γ + σΤ + -

where Γ (Τ) is the FWH M energy at temperature T, Γ ο is the inhomogeneous broadening

contribution , σ and Γορ are the interactions of exciton-acoustic phonon and exciton-optical

phonon contributing to broadening, respectively. Because optical phonon is dominant in

emission broadening, σ was set as zero when we fit the model [7]. The fitting yields an optical

phonon energy (h ) of 39 meV, which is perfectly consistent with the Raman vibrational

energy (3 14 cm- 1, 39 meV) of Cs4PbBr as reported before [7]. It is worth mentioning that such



observed blue-shift in the PL spectra with increasing temperature (FIG. 13D) has also been

reported in several semiconductors NCs including PbS, CsPbBr3, and CH3N H3PbX3 [16,17,21].

It is very likely that thermal activation effect on states of CBM leads to the PL blue-shift [7].

[00104] Due to the high ionic conductivity in lead halide perovskite crystals [22], fast anion

exchange reaction become a facile tool to tune the bandgap of perovskite NCs and

polycrystalline thin-films [15,23,24]. FIG. 14A shows the anion exchange reaction of 3-D

Perovskite CsPbBr3 NCs in the presence of an iodine precursor of oleylamine iodide (OAml)

[15]. As can be seen, the PL peak displays a remarked red-shift from 490 nm to 605 nm upon

the addition of OAml (FIG. 21). On the other hand, such labile nature of perovskite-based

emissive layer poses a severe constrain on stable output of LEDs [25,26]. In stark contrast,

under the same experimental conditions, the PL peak position of Cs4PbBr NCs remains

unaltered at 515 nm (FIG. 14B), showing a robust resistance to anion exchange reaction.

Such resistance can be explained by the fact that in 0-D crystal structure of Cs4PbBr NCs,

every single PbBr 4 octahedron was caged and isolated by CsBr bridges (FIG. 15). Iodine ions

need to break Cs-Br bond to get access to the caged PbBr 4 octahedron. However, the

dissociation energy of Cs-Br bond (389.1 kJ mol ) is much higher than that of Pb-Br bond

(248.5 kJ mol - 1) [27], which hinders iodine to access the interior of Cs4PbBr NCs. The surface

B moiety could be partially exchanged by iodine, forming a monolayer of Cs4Pbl shell lattice.

Such core/shell structure is a typical semiconductor heterostructure of reverse type I , which

facilitates the energy transfer from interior excitons to surface quenchers [28]. Indeed, a PL

decrease was observed upon adding iodine precursors (FIG. 14B).

[00105] In conclusion, reported herein is a reverse microemulsion method for the first time

to synthesize highly luminescent 0-D Cs PbBr NCs. The thin-films based on the 0-D NCs

exhibit an exceptional high PLQY (54%) which can be considered as one of highest values

reported so far for semiconductor NCs in solid form, making them an excellent candidate for



emissive layer in phosphor and LED applications. Additionally, the robust resistance of

Cs4PbBr NCs to anion exchange was demonstrated, which allows the formation of

heterojunctions without alloying issues. Suggested method of NCs synthesis can be extended

to all other Zero-D Perovskites materials. Also by changing solvent-solvent pair and

reactants/ligand ratio it is possible to tune NCs particle size from small (2 nm) to large (200

nm) sizes.

[00106] This work opens many possibilities to the design and practical use of a perovskite

nanocrystal with new 0-D phase, especially in solution-processed fabrication of optoelectronics

devices where the layers of luminescent materials are deposited by drop casting, blade

casting, spin coating from stable colloidal solutions.

[00107] Ratios, concentrations, amounts, and other numerical data may be expressed in a

range format. It is to be understood that such a range format is used for convenience and

brevity, and should be interpreted in a flexible manner to include not only the numerical values

explicitly recited as the limits of the range, but also to include all the individual numerical values

or sub-ranges encompassed within that range as if each numerical value and sub-range is

explicitly recited. To illustrate, a concentration range of "about 0.1% to about 5%" should be

interpreted to include not only the explicitly recited concentration of about 0.1 % to about 5 % ,

but also include individual concentrations (e.g., 1%, 2%, 3%, and 4%) and the sub-ranges

(e.g., 0.5%, 1.1%, 2.2%, 3.3%, and 4.4%) within the indicated range. In an embodiment, the

term "about" can include traditional rounding according to significant figure of the numerical

value. In addition, the phrase "about 'x' to 'y'" includes "about 'x' to about 'y'".

[00108] It should be emphasized that the above-described embodiments are merely

examples of possible implementations. Many variations and modifications may be made to the

above-described embodiments without departing from the principles of the present disclosure.



All such modifications and variations are intended to be included herein within the scope of this

disclosure and protected by the following claims.
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CLAIMS

Therefore, the following is claimed:

1. A composite material, comprising:

Zero-D Perovskite particles encapsulated in a polymer, wherein the material

absorbs a first wavelength of light and emits light with a second wavelength,

wherein the second wavelength is longer than the first.

2 . The composite material of claim 1, wherein the polymer is selected from the group

consisting of: polyurethanes, latex rubbers, silicon rubbers, other rubbers,

polyvinylchloride (PVC), vinyl polymers, polyesters, polyacrylates, polyamides,

biopolymers, polyolefines, thermoplastic elastomers, styrene block copolymers, and

polyether block amid.

3 . The composite material of claim 1, wherein the Zero-D Perovskite particles are of

the formula A4BX , wherein A is a monovalent organic cation, an inorganic cation, or

mixtures thereof; wherein B is a divalent cation; and X is C I , Br, I , CH3COO , or

mixtures thereof.

4 . The composite material of claim 3 , wherein A is Cs+, Rb+, CH3NH 3+, or HC(NH2)2+

5 . The composite material of claim 3 , wherein B is Pb2+ , Sn2+ , or Ge2+

6 . The composite material of claim 1, wherein a Zero-D Perovskite formula: A3B2X9,

wherein A is a monovalent organic cation, an inorganic cation, or mixtures thereof; B

is a trivalent cation; and X is C I , Br, I , CH3COO or mixtures thereof.



7 . The composite material of claim 6 , wherein A is Cs+, Rb+, CH3NH 3+, or HC(NH2)2+.

8 . The composite material of claim 6 , wherein B is Bi3+ or Sb3+.

9 . The composite material of claim 1, wherein a Zero-D Perovskite formula: A2BX ,

where A is a monovalent organic cation, an inorganic cation, or mixtures thereof; B

is a tetravalent cation; and X is C I , Br, I , CH3COO or mixtures thereof.

10. The composite material of claim 9 , wherein A is Cs+, Rb+, CH3NH3
+, or HC(NH2)2+.

11. The composite material of claim 9 , wherein B is Sn

12. The composite material of claim 1, wherein the Zero-D Perovskites particles are

about 2 nm to about 5 mm in size, wherein particles having a size of about 2nm to

about 200 nm are capped by ligands.

13. The composite material of claim 12, wherein ligands are selected from the group

consisting of: long chain carboxylic acids, carboxylates, trioctylphosphines,

trioctylphosphine oxides, amines, thiols, sulfates, sulfonates, and phosphates.

14. The composite material of claim 1, wherein the Zero-D Perovskite particles emit light

with FWHM of less than 25 nm and PLQY of the composite material is more than 40

% .



15. The composite material of claim 1, further comprising a Rare-Earth Phosphor

encapsulated in the polymer.

16. The composite material of claim 15, wherein the Rare-Earth Phosphor is selected

from the group comprising: oxides, nitrides, oxynitrides, sulfides, x s lf des,

selenides, halides, oxyhalides, silicates, aluminates, fluoride, phosphates, garnets

and scheeHtes of cerium, dysprosium, erbium, europium, gadolinium, holmium,

lanthanum, lutetium, neodymium, praseodymium, promethium, samarium,

scandium, terbium, thulium, ytterbium and yttrium.

17. The composite material of claim 1, further comprising Quantum Dots encapsulated

in the polymer.

18. The composite material of claim 17, wherein the Quantum Dots are selected from

the group comprising: CdSe, CdSe/ZnS, CdSe/ZnSe, CdSe/CdS, InP, InP/ZnS,

InP/ZnSe, PbS, PbSe, CdTe, CdTe/ZnS, CdTe/CdSe, ABX3 (where A is Cs+, Rb+,

CH3NH3
+, HC(NH2)2

+ or mixtures thereof, B is Pb2+, Sn2+ , or Ge2+, X is C I , Br, I or

mixtures thereof.

19. The composite material of claim 1, wherein the composite material is a thin film.



















































A . CLASSIFICATION O F SUBJECT MATTER

INV. C09K11/02 C09K11/66
ADD.

According to International Patent Classification (IPC) o r to both national classification and IPC

B . FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

C09K

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal , COMPENDEX, INSPEC, WPI Data

C . DOCUMENTS CONSIDERED TO B E RELEVANT

Category* Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No.

DAQIN CHEN ET AL: " Large-scal e 1-5 ,
room-temperature synthesi s and opti cal 12-19
properti es of perovski te-rel ated Cs 4 PbBr
6 f l uorophores" ,
JOURNAL OF MATERIALS CHEMISTRY C:
MATERIALS FOR OPTICAL AND ELECTRONIC
DEVICES,
vol . 4 , no. 45 ,
1 January 2016 (2016-01-01) , pages
10646-10653 , XP055431656,
UK

ISSN : 2050-7526, D0I : 10. 1039/C6TC04036E
Experimental secti on ; 6-11
Resul t s and di scussi on ;
page 10647 - page 10649 ; exampl e 2a

-/-

X| Further documents are listed in the continuation of Box C . □ See patent family annex.

* Special categories of cited documents :
"T" later document published after the international filing date o r priority

date and not in conflict with the application but cited to understand
"A" document defining the general state of the art which is not considered the principle o r theory underlying the invention

to be of particular relevance

"E" earlier application o r patent but published o n o r after the international "X" document of particular relevance; the claimed invention cannot be
filing date considered novel o r cannot b e considered to involve a n inventive

"L" documentwhich may throw doubts o n priority claim(s) orwhich is step when the document is taken alone
cited to establish the publication date of another citation o r other "Y" document of particular relevance; the claimed invention cannot be
special reason (as specified) considered to involve a n inventive step when the document is

"O" document referring to a n oral disclosure, use, exhibition o r other combined with one o r more other such documents, such combination
means being obvious to a person skilled in the art

"P" document published prior to the international filing date but later than
the priority date claimed "&" document member of the same patent family

Date of the actual completion of the international search Date of mailing of the international search report

14 March 2018 22/03/2018

Name and mailing address of the ISA/ Authorized officer

European Patent Office, P.B. 5818 Patentlaan 2
N L - 2280 HV Rijswijk

Tel. (+31-70) 340-2040,
Fax: (+31-70) 340-3016 Mehdaoui , Imed



C(Continuation). DOCUMENTS CONSIDERED TO BE RELEVANT

Category* Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No.

MEIYING LENG ET AL: "Synthesi s and 6-9
Opti cal Properti es of Lead-Free
Methyl ami ne Bi smuth Hal i de Perovski t e
Quantum dots" ,
ASIA COMMUNICATIONS AND PHOTONICS
CONFERENCE 2016,
1 January 2016 (2016-01-01) , page ASH . 5 ,
XP055457921 ,
Washi ngton , D. C.
D0I : 10. 1364/ACPC.2016.AS1I . 5
ISBN : 978-0-9600380-0-8
the whol e document

D0NKER H ET AL: "On the l umi nescence of 9-11
Te<4+> i n A2ZrC1 6 (A = Cs , Rb) and A2ZrC1 6
(A = Cs , Rb , K) " ,
JOURNAL'OF PHYSICS AND CHEMISTRY OF

SOLIDS, PERGAM0N PRESS, LONDON , GB,
vol . 50, no. 6 ,
1 January 1989 (1989-01-01) , pages
603-609 , XP024582435 ,
ISSN : 0022-3697 , D0I :
10. 1016/0022-3697 (89)90454-X
[retri eved on 1989-01-01]
Experimental secti on


	abstract
	description
	claims
	drawings
	wo-search-report

